
Lead Acid (AGM) 
The AGM Powervaults  
offer customers the most 
affordable way to store 

solar energy in their home. Customers 
can store from 3kWh to 4kWh using 
the AGM batteries, which can easily be 
replaced - either with a new set of AGM 
or our Lithium-ion battery packs - at 
the end of their life.

Designed to: store and use free solar 
energy more efficiently

Benefits: affordable, specifically 
designed for storing and shifting  
solar energy efficiently

Capacities available: 3kWh, 4kWh

Charger / Inverter: 0.8kW / 1.2kVA

Life cycles: >800

Warranty: 3 years

Lead Acid (Tubular Gel) 
The Tubular Gel 
Powervaults are designed 
to help customers store 

and use free solar energy and cheap, 
off-peak electricity (e.g. Economy 7) 
more efficiently. The Tubular Gel 
Powervaults are heavy-duty and can 
cycle more than once per day. 
Customers can store from 2.5kWh to 
4kWh using the Tubular Gel batteries, 
which can easily be replaced – either 
with a new set of Tubular Gel or our 
Lithium-ion battery packs – at the  
end of their life.

Designed to: store and use free solar 
energy and off-peak electricity more 
efficiently

Benefits: heavy-duty and long-lasting 
yet cheaper than Lithium-ion

Capacities available: 2.5kWh, 4kWh

Charger / Inverter: 1.2kW / 1.6kVA

Life cycles: >1,800

Warranty: 5 years

Lithium-ion (LiFePO4)
The Lithium-ion Powervaults 
are designed to help 
customers store and use 

free solar energy and cheap, off-peak 
electricity (e.g. Economy 7) more 
efficiently. The Lithium-ion Powervaults 
are heavy-duty, long-lasting and can 
cycle more than once per day. 
Customers can store from 2kWh to 6kWh 
using the Lithium-ion battery packs, 
which can easily be replaced or added to.

Designed to: store and use free solar 
energy and off-peak electricity more 
efficiently

Benefits: high energy density, high 
efficiency, heavy-duty and long-lasting

Capacities available: 2kWh, 4kWh, 6kWh

Charger / Inverter (2kWh):  
0.8kW / 0.8kVA

Charger / Inverter (4/6kWh):  
1.2kW / 1.6kVA

Life cycles: >4,000

Warranty: 10 years

Emergency Power Socket
There were 640 power outages in the UK during 2015, an increase of 20% on the 
year before. Over 2.5 million people were affected by the outages, which lasted 
for an average of 50 minutes. Powervault can provide its customers with access 
to power during black outs via its Emergency Power Socket (EPS). Powervault’s 
EPS is a non-standard feature, which can be fitted to the Powervault either 
during your Powervault installation or retro-fitted to the system at a later date. 

The EPS enables customers to power critical appliances provided energy is 
stored in the batteries at the time. 

Continuous power output: 1.2kVA - 1.6kVA (depending on size of inverter system)

Peak power output: 2.4kVA - 3.2kVA; 1 second (depending on size of inverter system)

Uninterrupted power supply: Yes (provided the appliance is plugged into the EPS)

Switch-over time: <20ms
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